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TYPE:

 PROJECT NAME:
BRITE™ 4.0
LED OUTDOOR RATED

BRITE 4.0 Dimensions

DESCRIPTION:

Drive over radial outdoor light with IP68 rating and
high mechanical resistance in AISI 316L steel. Can 
be installed without draining. Double cable input.

LEDWATT VOLTAGEMODEL # FINISHOPTICS

R Radial0 5000 K

1 Blue

2 Green

3 Red

I Stainless

IP68 0,60Ø72x1201500

1 1
3*

C 00

L&L Luce&Light88

Bright 4.0
1 LED  1/2/3W  350/500/700mA

PSU not included

Carrabile a luce radiale per esterno IP68 ad alta re-
sistenza meccanica in acciaio AISI 316L. Possibilità 
di installazione senza drenaggio. Doppia entrata cavi,
collegare in serie.

Drive over radial outdoor light with IP68 rating and 
high mechanical resistance in AISI 316L steel. Can be 
installed without draining. Double cable input; series 
connection.

Befahrbare Radial-LED für Außenbereiche IP68 mit ho-
her mechanischer Beständigkeit aus AISI 316L Stahl.
Installation ohne Drainage möglich. Doppelter Kabelein-
gang, in Reihe zu schalten.

Spot carrossable d’extérieur IP68 à lumière radiale et à 
haute résistance mécanique en acier AISI 316L. Peut 
être placé sans nécessité de drainage. Entrée câbles 
double, branchement en série.

BASE CODE Nr LED CODEW POWER LED COLOUR SPOT LIGHT FINISHING
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EXAMPLE CODE COMPOSITION
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1L_05A 010

5 3000 K
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LED 3W = 2/3 
500/700mA 
in funzione 
dell’alimentatore 
usato
according to 
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INSTALLATION NOTE: 

Must be wired in series when two or more are wired 
together with same driver. 

HOUSING
LWG0100

HOUSING
LWC0103

HOUSING
LWC0100

LED COLORS

0. 5000K WHITE

5. 3000K WHITE

1. BLUE

3. RED2. GREEN

FINISH

I.   STAINLESS STEEL

OPTICS

R. RADIAL
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