MISSY™

SUSPENSION LED PROJECT NAME:

MISSY

SUSPENSION

Hanging lamp made from epoxy polyester powder coated aluminium, Missy
has a distinguished design. A strategic cut on its surface creates an interesting
interaction of light and shade, giving airiness to the lamp structure. Complete
with a Chip On Board technology high efficiency LED light source, it is availa-
ble in small and large size and in five different wattages. No driver is needed
for the 13W and the 25W models, which do not have a reflector, while the
12W, 17W and 33W versions are furnished with a 50° reflector and driver.
16° and 20° reflectors available on request. Missy Grande can be demanded
also in the double emission version without driver. Its degree of protection
against the penetration of dust, solid objects and liquids is IP40.

SPECIFICATION SHEET

Bl LEDOLOGY”

WWW.LEDOLOGY.COM



MISSY™

SUSPENSION LED PROJECT NAME:
MISSY PICCOLO I3
(see tables)

TC 3000K / 4000K
CODE  w Lm (3000K) M o |
L25A8-640.13... 13 1100 110°

CRI| >80
L25A8-641.15... 12 1880 50°

(16° on request)

EEI A+ (13W-25W)

L25A8-641.20... 17 2620 50° A++ (12W-17W-33W)

(16° on request)

RG | 1

Rl olished black

Satin white

Intertek

MISSY GRANDE

o150 CODE W Lm (3000K) &
L25A8-645.25... 25 2000 110°
L25A8-646.35... 33 4400 50°

(20° on request)

(8.93")
@227
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MISSY™
SUSPENSION LED PROJECT NAME:

MISSY GRANDE BIDIFFUSION
CODE  w Lm (3000K)
L25A8-648.2...  13+25 1100+2000 110°

(567
2142

(8.93")
@227
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