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 TYPE:

 PROJECT NAME:HALL LED  PRO FLEX

DESCRIPTION
HALL LED PROFLEX, available in two diameters, is an adjustable asymmetric version 
of the HALL LED fixture, for specifiers who not only need to light large spaces, but 
need to highlight specific areas, objects or architectural elements. The innovative 
ROTOFRICTION mechanism offers guaranteed security, precision and simplicity of 
aim. HALL LED PROFLEX has a tilt range of 60° (-15° + 45°) and a rotation of 355°. 
HALL LED PROFLEX is also available in PREMIUM, FASHION and FOOD versions. 
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500

88

SUSPENDED
CEILING

CRATER’s soft edges and elegant, shallow curved

profile creates a striking visual impression in any retail

or commercial setting.

Crater is a stylish, yet energy efficient luminaire that

makes a bold design statement in any application.

Design Serge & Robert Cornelissen.

Technical specifications at page 158
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CRATER
Design

Serge & Robert
Cornelissen

DESCRIPTION
CRATER’s soft edges and elegant contours creates a striking visual 
impression in any retail or commercial setting. Produced from a single 
piece of spun aluminum, which is offered in three finishes: classic white, 
stratos grey and stylish champagne.
Coupled with the latest LED technology, for either direct only, or bi-
directional light distribution, Crater is a stylish, yet energy efficient 
luminaire that makes a bold design statement in any application. 

SPECIFICATIONS
Single or double emission
High Efficiency LED modules
Colour temperature: 3000K/4000K
CRI>90
Mac Adams 3
Life Time: 60.000 h - 5 years complete warranty
Eye safety: risk-free (RG 0) in accordance with EN62471:2009

FLUX MAINTENANCE

CURRENT L90/B10 L90/B50 L80/B10 L80/B50 L70/B10 L70/B50*

350mA 50.000h 67.000h

700mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1050mA 44.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1400mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

* E.g. L70  guaranteed luminous flux of the entire luminaire 70%
B50  50% of the diodes may have a flux reduction below 70%

OPTICS
Glare controlled using DPL (Diamond Prism LED) tecnology with UGR<19.
Direct or direct/indirect emission.

BODY
Aluminum body.

LEGAL REFERENCES
Conforms to CEI EN 60 598-1.

CERTIFICATIONS
IP 40

ErP class: 

• Wiring DALI dimmable - Code: RDD (verify the version available)
• Wiring DIM2mains dimmable - Code: DDM (verify the version available)

ON REQUEST

SUSPENDED
CEILING



Suspension lamp made in aluminium “sand casting”.
Finishes: aluminium shiny polished, cast iron with gold or silver inner
part. Copper, inside copper
Light source: LED GU10 8W outside - Circuit LED 6W  3000°k 
inside , double switch.

Sospensione in alluminio fuso “in terra”.
Finiture: alluminio lucidato a specchio, nero ghisa con interno 
oro o argento. Rame, interno rame
Fonte luminosa: LED GU10 8W esterno - Circuito LED 6W 
3000°k interno, doppia accensione.

UniCa
design Theo Sogni 2011

21,65’’

21,65’’

C

C outside LED GU10 9W 680Lm

inside Circuit LED 6W 3000K 400Lm included
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Design
Esse-ci

SPECIFICATIONS
CoB LED technology
Driver included
Colour temperature: 3000K/4000K
CRI Standard version > 80
CRI PREMIUM/FASHION/FOOD versions > 90
Mac Adams 3
Life Time: 55.000 h - 5 years complete warranty
Eye safety: risk-free (RG 0) in accordance with EN62471:2009

FLUX MAINTENANCE

CURRENT L90/B10 L90/B50 L80/B10 L80/B50 L70/B10 L70/B50*

500mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

700mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

900mA 44.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1050mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

1200mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

* E.g. L70  guaranteed luminous flux of the entire luminaire 70%
B50  50% of the diodes may have a flux reduction below 70%

OPTICS
4 different internal aluminum reflectors from 10°, 20°, 40° and 70° beam angles.

BODY
Body in die-cast aluminum.

LEGAL REFERENCES
Conforms to EN 60598-1, CEI EN 60 598-1.

CERTIFICATIONS
IP 44

ErP class:  - 

COLOURS
White RAL 9003 - Code: B

• Wiring DALI dimmable - Code: RDD (verify the version available)
• Wiring DIM2mains dimmable - Code: DDM (verify the version available) 

ON REQUEST

SPOT
DOWNLIGHT
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CRATER’s soft edges and elegant, shallow curved

profile creates a striking visual impression in any retail

or commercial setting.

Crater is a stylish, yet energy efficient luminaire that

makes a bold design statement in any application.

Design Serge & Robert Cornelissen.

Technical specifications at page 158

mm

W
Double 
emission

158 159

CRATER
Design

Serge & Robert
Cornelissen

DESCRIPTION
CRATER’s soft edges and elegant contours creates a striking visual 
impression in any retail or commercial setting. Produced from a single 
piece of spun aluminum, which is offered in three finishes: classic white, 
stratos grey and stylish champagne.
Coupled with the latest LED technology, for either direct only, or bi-
directional light distribution, Crater is a stylish, yet energy efficient 
luminaire that makes a bold design statement in any application. 

SPECIFICATIONS
Single or double emission
High Efficiency LED modules
Colour temperature: 3000K/4000K
CRI>90
Mac Adams 3
Life Time: 60.000 h - 5 years complete warranty
Eye safety: risk-free (RG 0) in accordance with EN62471:2009

FLUX MAINTENANCE

CURRENT L90/B10 L90/B50 L80/B10 L80/B50 L70/B10 L70/B50*

350mA 50.000h 67.000h

700mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1050mA 44.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1400mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

* E.g. L70  guaranteed luminous flux of the entire luminaire 70%
B50  50% of the diodes may have a flux reduction below 70%

OPTICS
Glare controlled using DPL (Diamond Prism LED) tecnology with UGR<19.
Direct or direct/indirect emission.

BODY
Aluminum body.

LEGAL REFERENCES
Conforms to CEI EN 60 598-1.

CERTIFICATIONS
IP 40

ErP class: 

• Wiring DALI dimmable - Code: RDD (verify the version available)
• Wiring DIM2mains dimmable - Code: DDM (verify the version available)

ON REQUEST

SUSPENDED
CEILING



Suspension lamp made in aluminium “sand casting”.
Finishes: aluminium shiny polished, cast iron with gold or silver inner
part. Copper, inside copper
Light source: LED GU10 8W outside - Circuit LED 6W  3000°k 
inside , double switch.

Sospensione in alluminio fuso “in terra”.
Finiture: alluminio lucidato a specchio, nero ghisa con interno 
oro o argento. Rame, interno rame
Fonte luminosa: LED GU10 8W esterno - Circuito LED 6W 
3000°k interno, doppia accensione.

UniCa
design Theo Sogni 2011

21,65’’

21,65’’

C

C outside LED GU10 9W 680Lm

inside Circuit LED 6W 3000K 400Lm included
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Ø 5.43"

4.
37

" IP 44

15°

45°

100

Ø 4.92"

HALL LED PROFLEX SMALL

OPTIC
Internal aluminum reflectors.
10°, 20°, 40° and 70° beam angles. 
CUT OFF > 30°.

CODE lm

L1238AS18L410S 18W 10° 4000K 1832

L1238AS18L420S 18W 20° 4000K 1832

L1238AS18L440S 18W 40° 4000K 1832

L1238AS18L470S 18W 70° 4000K 1832

CODE lm

L1238AS18L310S 18W 10° 3000K 1785

L1238AS18L320S 18W 20° 3000K 1785

L1238AS18L340S 18W 40° 3000K 1785

L1238AS18L370S 18W 70° 3000K 1785
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CRATER’s soft edges and elegant, shallow curved

profile creates a striking visual impression in any retail

or commercial setting.

Crater is a stylish, yet energy efficient luminaire that

makes a bold design statement in any application.

Design Serge & Robert Cornelissen.

Technical specifications at page 158
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CRATER
Design

Serge & Robert
Cornelissen

DESCRIPTION
CRATER’s soft edges and elegant contours creates a striking visual 
impression in any retail or commercial setting. Produced from a single 
piece of spun aluminum, which is offered in three finishes: classic white, 
stratos grey and stylish champagne.
Coupled with the latest LED technology, for either direct only, or bi-
directional light distribution, Crater is a stylish, yet energy efficient 
luminaire that makes a bold design statement in any application. 

SPECIFICATIONS
Single or double emission
High Efficiency LED modules
Colour temperature: 3000K/4000K
CRI>90
Mac Adams 3
Life Time: 60.000 h - 5 years complete warranty
Eye safety: risk-free (RG 0) in accordance with EN62471:2009

FLUX MAINTENANCE

CURRENT L90/B10 L90/B50 L80/B10 L80/B50 L70/B10 L70/B50*

350mA 50.000h 67.000h

700mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1050mA 44.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1400mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

* E.g. L70  guaranteed luminous flux of the entire luminaire 70%
B50  50% of the diodes may have a flux reduction below 70%

OPTICS
Glare controlled using DPL (Diamond Prism LED) tecnology with UGR<19.
Direct or direct/indirect emission.

BODY
Aluminum body.

LEGAL REFERENCES
Conforms to CEI EN 60 598-1.

CERTIFICATIONS
IP 40

ErP class: 

• Wiring DALI dimmable - Code: RDD (verify the version available)
• Wiring DIM2mains dimmable - Code: DDM (verify the version available)

ON REQUEST

SUSPENDED
CEILING



Suspension lamp made in aluminium “sand casting”.
Finishes: aluminium shiny polished, cast iron with gold or silver inner
part. Copper, inside copper
Light source: LED GU10 8W outside - Circuit LED 6W  3000°k 
inside , double switch.

Sospensione in alluminio fuso “in terra”.
Finiture: alluminio lucidato a specchio, nero ghisa con interno 
oro o argento. Rame, interno rame
Fonte luminosa: LED GU10 8W esterno - Circuito LED 6W 
3000°k interno, doppia accensione.

UniCa
design Theo Sogni 2011

21,65’’

21,65’’

C

C outside LED GU10 9W 680Lm

inside Circuit LED 6W 3000K 400Lm included
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Ø 5.43"

4.
37

"

15°

45°

IP 44

100

Ø 4.92"

HALL LED PROFLEX SMALL
Premium - CRI>90
OPTIC
Internal aluminum reflectors.
10°, 20°, 40° and 70° beam angles. 
CUT OFF > 30°.

CODE lm

L1238AS18L410S90 18W 10° 4000K 1783

L1238AS18L420S90 18W 20° 4000K 1783

L1238AS18L440S90 18W 40° 4000K 1783

L1238AS18L470S90 18W 70° 4000K 1783

CODE lm

L1238AS18L310S90 18W 10° 3000K 1702

L1238AS18L320S90 18W 20° 3000K 1702

L1238AS18L340S90 18W 40° 3000K 1702

L1238AS18L370S90 18W 70° 3000K 1702
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CRATER’s soft edges and elegant, shallow curved

profile creates a striking visual impression in any retail

or commercial setting.

Crater is a stylish, yet energy efficient luminaire that

makes a bold design statement in any application.

Design Serge & Robert Cornelissen.

Technical specifications at page 158
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CRATER
Design

Serge & Robert
Cornelissen

DESCRIPTION
CRATER’s soft edges and elegant contours creates a striking visual 
impression in any retail or commercial setting. Produced from a single 
piece of spun aluminum, which is offered in three finishes: classic white, 
stratos grey and stylish champagne.
Coupled with the latest LED technology, for either direct only, or bi-
directional light distribution, Crater is a stylish, yet energy efficient 
luminaire that makes a bold design statement in any application. 

SPECIFICATIONS
Single or double emission
High Efficiency LED modules
Colour temperature: 3000K/4000K
CRI>90
Mac Adams 3
Life Time: 60.000 h - 5 years complete warranty
Eye safety: risk-free (RG 0) in accordance with EN62471:2009

FLUX MAINTENANCE

CURRENT L90/B10 L90/B50 L80/B10 L80/B50 L70/B10 L70/B50*

350mA 50.000h 67.000h

700mA 55.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1050mA 44.000h 60.000h 60.000h 60.000h 60.000h 60.000h

1400mA 24.000h 36.000h 51.000h 60.000h 60.000h 60.000h

* E.g. L70  guaranteed luminous flux of the entire luminaire 70%
B50  50% of the diodes may have a flux reduction below 70%

OPTICS
Glare controlled using DPL (Diamond Prism LED) tecnology with UGR<19.
Direct or direct/indirect emission.

BODY
Aluminum body.

LEGAL REFERENCES
Conforms to CEI EN 60 598-1.

CERTIFICATIONS
IP 40

ErP class: 

• Wiring DALI dimmable - Code: RDD (verify the version available)
• Wiring DIM2mains dimmable - Code: DDM (verify the version available)

ON REQUEST

SUSPENDED
CEILING




