
ACOUS™ WALL 
ACOUSTIC WALL SYSTEM

Project name: 
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SPECIFICATION SHEET PAGE: 1 OF 2

Miniature profile for architectural lighting applications. This light 
element has almost limitless applications where uniform diffused 
light is desired.

Luminaire characteristics: Luminaire only
Input load: 4.6W/ft. (LED only)
Lumens: 150 to 175 lm/ft. (delivered 3000K)
Luminaire efficacy: 23 to 27 lm/W (3000k)

Source: LED module 
2700K, 3000K or 3500K 
Lumen maintenance: 70% of initial lumens at 50 000 hours 

Optics: 
Wide flood: 82° with white diffuser.
 

Mounting: Full length mounting slot for adjustable mounting 
system. Mounting screws and support system included. 3ft 
long power cable included.

Material: 
Body: Aluminum extrusion  
End caps: 

Electrical: See page 2.

Dimming: See page 2.

Finish: gray  

Warranty: 5 year limited warranty. 

FRONT VIEW

12.2mm

17.1mm

8mm

6" 6⅞" (175mm) 0.10 52" 51 ¾" (1314mm) 0.82
8" 8 ⅞" (225mm) 0.13 54" 53 ⅝" (1362mm) 0.86
10" 10 ¾" (273mm) 0.16 56" 55 ⅝" (1413mm) 0.89
12" 12 ¾" (324mm) 0.19 58" 57 ⅝" (1464mm) 0.92
14" 14 ¾" (375mm) 0.22 60" 59 ½" (1511mm) 0.95
16" 16 ⅝" (422mm) 0.25 62" 61 ½" (1562mm) 0.98
18" 18 ⅝" (473mm) 0.29 64" 63 ⅜" (1610mm) 1.01
20" 20 ½" (521mm) 0.32 66" 65 ⅜" (1661mm) 1.05
22" 22 ½" (572mm) 0.35 68" 67 ⅜" (1711mm) 1.08
24" 24 ½" (622mm) 0.38 70" 69 ¼" (1759mm) 1.11
26" 26 ⅜" (670mm) 0.41 72" 71 ¼" (1810mm) 1.14
28" 28 ⅜" (721mm) 0.44 74" 73 ⅛" (1857mm) 1.17
30" 30 ¼" (768mm) 0.48 76" 75 ⅛" (1908mm) 1.20
32" 32 ¼" (819mm) 0.51 78" 77" (1956mm) 1.24
34" 34 ⅛" (867mm) 0.54 80" 79" (2007mm) 1.27
36" 36 ⅛" (917mm) 0.57 82" 81" (2057mm) 1.30
38" 38 ⅛" (968mm) 0.60 84" 82 ⅞" (2105mm) 1.33
40" 40" (1016mm) 0.63 86" 84 ⅞" (2156mm) 1.36
42" 42" (1067mm) 0.67 88" 86 ¾" (2203mm) 1.39
44" 43 ⅞" (1114mm) 0.70 90" 88 ¾" (2254mm) 1.43
46" 45 ⅞" (1165mm) 0.73 92" 90 ¾" (2305mm) 1.46
48" 47 ⅞" (1216mm) 0.76 94" 92 ⅝" (2353mm) 1.49
50" 49 ¾" (1264mm) 0.79 96" 94 ⅝" (2403mm) 1.52

Actual
length

Nominal
length

Input Amps
24V DC

Input Amps
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length
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Miniature profile for architectural lighting applications. This light 
element has almost limitless applications where uniform diffused
light is desired.

Luminaire characteristics: Luminaire only
Input load: 4.6W/ft. (LED only)
Lumens: 150 to 175 lm/ft. (delivered 3000K)
Luminaire efficacy: 23 to 27 lm/W (3000k)

Source: LED module
2700K, 3000K or 3500K 
Lumen maintenance: 70% of initial lumens at 50 000 hours 

Optics:
Wide flood: 82° with white diffuser.

Mounting: Full length mounting slot for adjustable mounting 
system. Mounting screws and support system included. 3ft 
long power cable included.

Material:
Body: Aluminum extrusion  
End caps: 

Electrical: See page 2.

Dimming: See page 2.

Finish: gray  

Warranty: 5 year limited warranty. 
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Wide flood: 82° with white diffuser.

Mounting: Full length mounting slot for adjustable mounting 
system. Mounting screws and support system included. 3ft 
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

ORDERING INFO - FOR LED STRIPS

ORDERING INFO - FOR ACOUSTIC PANELS

Length Options
Matched to lengths 
of acoustic panels

Quantities Desired 
Enter the quantity of 
each length desired

Model

Panel Model Fabric Finish (see page 3-6) Quantities Desired

L7050AP
LED Optic Mounting Driver Voltage/Dim

2700K WLF 
White Lens Flood 90°

60cm (23.6”)
80cm (31.5”)
100cm (39.4”)
120cm (47.2”)
160cm (63”)

180cm (70.9”)
200cm (78.7”)

30W 24V
60W 24V
96W 24V

3000K CL 
Clear Lens Wall

3500K Recessed

120V 
LTE Dim
120V 
0-10V Dim
277V
0-10V Dim

Standard seam

Other seam options

Two-colored panel available on request

further shapes, sizes and thickness available on request

47.2x31.5x2
120x80x5
LP5-E-120.80 LP5-E-160.80 LP5-E-180.100 LP5-E-200.120

INCHES

CM

MODEL

63x31.5x2
160x80x5

70.9x39.4x2
180x100x5

78.7x47.2x2
200x120x5

Ø23.6x2
Ø60x5
LP5-C-60 LP5-C-80 LP5-C-100 LP5-C-120

INCHES

CM

MODEL

Ø31.5x2
Ø80x5

Ø39.4x2
Ø100x5

Ø47.2x2
Ø120x5

47.2x23.6x2
120x60x5
LP5-R-120.60 LP5-R-160.80 LP5-R-180.100    LP5-R-200.120

INCHES

CM

MODEL

63x31.5x2
160x80x5

70.9x39.4x2
180x100x5

78.7x47.2x2
200x120x5

23.6x23.6x2
60x60x5
LP5-S-60.60     LP5-S-80.80 LP5-S-120.120

INCHES

CM

MODEL

31.5x31.5x2
80x80x5

47.2x47.2x2
120x120x5

Standard seam

Other seam options

Two-colored panel available on request

further shapes, sizes and thickness available on request

47.2x31.5x2
120x80x5
LP5-E-120.80 LP5-E-160.80 LP5-E-180.100 LP5-E-200.120

INCHES

CM
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160x80x5

70.9x39.4x2
180x100x5

78.7x47.2x2
200x120x5

Ø23.6x2
Ø60x5
LP5-C-60 LP5-C-80 LP5-C-100 LP5-C-120

INCHES

CM
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Ø31.5x2
Ø80x5
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Acoustical Panel Options

Squares

Rectangles
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

TREVIRA CS
Composition: 100% Polyester

Width:
140 ± 2% cm

Weight:
460 ± 10% gr/mtl

Abrasion:
(Martindale) UNI EN ISO 12947:2000 
100.000, cicli | turns ± 20%

Fastness to light:
(Xenotest) UNI EN ISO 105 B02 5/6 ±½

Fire resistance:
OENORM 3800 Part. 1
BS 5852 Crib 5 using a CM Foam 35 kg/
cu.m
EN 1021 Part. 1-2using a CM Foam 35 kg/
cu.m
EN 13773 Burning Behaviour: Class 1 EN 
13501 - 1: B-s1, d0
EN ISO 6940/6941

Fabric Options: “Trevira CS” Palette (100% Polyester)
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

Weight:
420 gr/mtl
820 gr/mtl
1200 gr/mtl
1630 gr/mtl
2000 gr/mtl

ECOfelt
Composition:
90% wool, 10% polyester.

Width:
146 ± 5% cm

Thickness:
1,5 mm
3 mm
4,5 mm
6 mm
8 mm

Fire resistance
EU - B-s2, d0 
UNI EN 13823:2010+A1:2014
USA - Class A 
ASTM E 84-18

Fabric Options: “ECOfelt” Palette (90% Wool, 10% Polyester)
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

Weight:
600 gr/mtl
1200 gr/mtl

Thickness:
2 mm
4,5 mm

Fire resistance
EU - B-s2, d0 
UNI EN 13823:2010+A1:2014
USA - Class A 
ASTM E 84-18

PETfelt
Composition: 100% PET.

Width:
146 ± 5% cm

Fabric Options: “PETfelt” Palette (100% PET (polyethylene terephthalate))
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

TWEED
Composition:
75% wool, 25% polyamide. 

Width:
150 ± 5% cm

Weight:
500 ± 7% gr/mtl
foam 20/22 kg/cu.m

Abrasion:
(Martindale) UNI EN ISO 12947:2000 
100.000, cicli | turns ± 20%

Fastness to light:
(Xenotest) UNI EN ISO 105 B02 4 ± 1

Fire resistance:
EN 1021 part. 1-2 using a standard foam 
20/22 kg/cu.m

Fabric Options: “Tweed” Palette (75% Wool, 25% Polyamide)
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ACOUS™ WALL
ACOUSTIC WALL SYSTEM

!

!

+

SILICONEVELCRO
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Installation Instructions 

Please note, all configurations are custom - there is no standard layout.
The quantity of panels and their arrangement is up to the design that 
the designer has chosen and submitted to our production team. The 
following illustrations show how to install the acoustic panels using 
velcro. Adhesive velcro is included with the Acous Wall acoustic panels.


