
B-LINE™ PLUS
WALL MOUNT

TYPE:

PROJECT NAME:

INDEX SOURCE / OUTPUT ENERGY
GRADE LUMINOUS FLUX ANGLE LIGHT COLOUR DIMMING POWER SUPPLY

BACKLIGHT K 90 W 42.2103.996. LED 6 W A++ 634 lm >90° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT K 90 NW 42.2103.997. LED 6 W A++ 634 lm >90° 3000 K CRI≥90 NO

BACKLIGHT K 90 N 42.2103.998. LED 6 W A++ 677 lm >90° 4000 K CRI≥90 NO

BACKLIGHT K 120 W 42.2104.996. LED 6 W A++ 634 lm >90° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT K 120 NW 42.2104.997. LED 6 W A++ 634 lm >90° 3000 K CRI≥90 NO

BACKLIGHT K 120 N 42.2104.998. LED 6 W A++ 677 lm >90° 4000 K CRI≥90 NO

BACKLIGHT+ K R 120 W 42.2107.996. LED 6 + 6,4 W A++ 634 + 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K R 120 NW 42.2107.997. LED 6 + 6,4 W A++ 634 + 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K R 120 N 42.2107.998. LED 6 + 6,4 W A++ 677 + 656 lm >90 + 8-40° 4000 K CRI≥90 NO

BACKLIGHT+ K L 120 W 42.2110.996. LED 6 + 2 x 6,4 W A++ 634 + 2 x 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K L 120 NW 42.2110.997. LED 6 + 2 x 6,4 W A++ 634 + 2 x 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K L 120 NW 42.2110.998. LED 6 + 2 x 6,4 W A++ 677 + 2 x 656 lm >90 + 8-40° 4000 K CRI≥90 NO
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Backlit K is a wall mounted luminaire providing a very interesting effect while remaining 

simple and pure in terms of design. Reflected light doesn’t prevail in the interior, illumi-

nating it with a glow that is pleasing to the eye. The luminaire works perfectly as a source 

of decorative light or accent lighting for paintings. Backlight+ luminaires come in lengths 

adjusted to standard widths of bed frames. The spotlights fitted at their ends will provide 

complementary lighting for bedtime reading.

application: Complementary and spot lighting. Backlit K will work perfectly at establish-

ments such as clubs, galleries, and hotels, but also as lighting for the office and home.
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Series: Backlight

ADJUSTABLE LIGHTING ANGLE

The light’s design makes it possible to set the lighting angle 

in the range of 8° to 40°. For more information on the lenses 

please go to page 16.
INDEX SOURCE / OUTPUT ENERGY

GRADE LUMINOUS FLUX ANGLE LIGHT COLOUR DIMMING POWER SUPPLY

BACKLIGHT K 90 W 42.2103.996. LED 6 W A++ 634 lm >90° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT K 90 NW 42.2103.997. LED 6 W A++ 634 lm >90° 3000 K CRI≥90 NO

BACKLIGHT K 90 N 42.2103.998. LED 6 W A++ 677 lm >90° 4000 K CRI≥90 NO

BACKLIGHT K 120 W 42.2104.996. LED 6 W A++ 634 lm >90° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT K 120 NW 42.2104.997. LED 6 W A++ 634 lm >90° 3000 K CRI≥90 NO

BACKLIGHT K 120 N 42.2104.998. LED 6 W A++ 677 lm >90° 4000 K CRI≥90 NO

BACKLIGHT+ K R 120 W 42.2107.996. LED 6 + 6,4 W A++ 634 + 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K R 120 NW 42.2107.997. LED 6 + 6,4 W A++ 634 + 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K R 120 N 42.2107.998. LED 6 + 6,4 W A++ 677 + 656 lm >90 + 8-40° 4000 K CRI≥90 NO

BACKLIGHT+ K L 120 W 42.2110.996. LED 6 + 2 x 6,4 W A++ 634 + 2 x 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K L 120 NW 42.2110.997. LED 6 + 2 x 6,4 W A++ 634 + 2 x 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K L 120 NW 42.2110.998. LED 6 + 2 x 6,4 W A++ 677 + 2 x 656 lm >90 + 8-40° 4000 K CRI≥90 NO
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Backlit K is a wall mounted luminaire providing a very interesting effect while remaining 

simple and pure in terms of design. Reflected light doesn’t prevail in the interior, illumi-

nating it with a glow that is pleasing to the eye. The luminaire works perfectly as a source 

of decorative light or accent lighting for paintings. Backlight+ luminaires come in lengths 

adjusted to standard widths of bed frames. The spotlights fitted at their ends will provide 

complementary lighting for bedtime reading.

application: Complementary and spot lighting. Backlit K will work perfectly at establish-

ments such as clubs, galleries, and hotels, but also as lighting for the office and home.

Backlight K
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Series: Backlight

ADJUSTABLE LIGHTING ANGLE

The light’s design makes it possible to set the lighting angle 

in the range of 8° to 40°. For more information on the lenses 

please go to page 16.

BACKLIGHT+ K 240 W 42.2104.996. LED 6 + 2 x 6,4 W A++ 634 + 2 x 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K 240 NW 42.2104.997. LED 6 + 2 x 6,4 W A++ 634 + 2 x 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K 240 N 42.2104.998. LED 6 + 2 x 6,4 W A++ 677 + 2 x 656 lm >90 + 8-40° 4000 K CRI≥90 NO
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FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Backlight+ K
WALL MOUNTED

B-Line Plus is wall mounted lamp providing a very interesting lighting effect while
remaining simple and pure in terms of design. Reflected light does not dominate the
interior, while illuminating it with a pleasant glow. The luminaire works perfectly as a
source of decorative light or accent lighting for paintings. The light fittings are
available in lengths tailored to the standard width of bed frames. Spotlights at the
ends will illuminate your book reading in the evening.

Ideally complements bedrooms,
living rooms or corridors both at
home and in the office, club,
gallery or hotel.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Backligt+ K R 120 W 42.2107.996 LED 6 W A++ 602.3 lm ≥90° 2700 K CRI≥ 95 / 2700 K
CRI≥ 95 2,00 kg NIE 230V 50Hz

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Backlight K
WALL MOUNTED

B-Line is wall mounted lamp providing a very interesting lighting effect while
remaining simple and pure in terms of design. Reflected light does not dominate the
interior, while illuminating it with a pleasant glow. The luminaire works perfectly as a
source of decorative light or accent lighting for paintings.

Ideally complements bedrooms,
living rooms or corridors both at
home and in the office, club,
gallery or hotel.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Backlight K 90 W 42.2103.996 LED 6 W A++ 602.3 lm ≥90° 2700 K CRI≥ 95 1,20 kg NIE 230V 50Hz

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Backlight+ K
WALL MOUNTED

B-Line Plus is wall mounted lamp providing a very interesting lighting effect while
remaining simple and pure in terms of design. Reflected light does not dominate the
interior, while illuminating it with a pleasant glow. The luminaire works perfectly as a
source of decorative light or accent lighting for paintings. The light fittings are
available in lengths tailored to the standard width of bed frames. Spotlights at the
ends will illuminate your book reading in the evening.

Ideally complements bedrooms,
living rooms or corridors both at
home and in the office, club,
gallery or hotel.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Backligt+ K R 120 W 42.2107.996 LED 6 W A++ 602.3 lm ≥90° 2700 K CRI≥ 95 / 2700 K
CRI≥ 95 2,00 kg NIE 230V 50Hz

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych

ORDERING INFO

Aluminum Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

BACKLIGHT+ K 240 W 42.2104.996. LED 6 + 2 x 6,4 W A++ 634 + 2 x 568 lm >90 + 8-40° 2700 K CRI≥90 NO 230 V 50 Hz

BACKLIGHT+ K 240 NW 42.2104.997. LED 6 + 2 x 6,4 W A++ 634 + 2 x 608 lm >90 + 8-40° 3000 K CRI≥90 NO

BACKLIGHT+ K 240 N 42.2104.998. LED 6 + 2 x 6,4 W A++ 677 + 2 x 656 lm >90 + 8-40° 4000 K CRI≥90 NO
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Model Finish
See below

LED

30K (3000K)
27K (2700K)

40K (4000K)

Voltage
120V
277V

Dimming
LTE Integral Driver With 4" Round Backplate

0-10V Integral Driver With 4" Round Backplate

L3842.2107 (spotlight on right) - 1 x 6W+6.4W

L3842.2110 (spotlight on left) - 1 x 6W+6.4W 

L3842.2107 L3842.2110 L3842.2104

1 SPOT 552 lm + INDIRECT 589 lm

L3842.2104 (double spotlight) - 2 x 6W+6.4W 
2 SPOT 2 x 552 lm + INDIRECT 589 lm

1 SPOT 552 lm + INDIRECT 589 lm

LTE Remote Driver With No 4" Backplate
0-10V Remote Driver With No 4" Backplate

To Cover Junction Box

To Cover Junction Box
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