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FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Moonlight
WALL MOUNTED

Clara is a wall-mounted luminaire providing light that is diffused and very pleasing to
the eye. It performs well when lighting a mirror or in a hallway, but also as an element
of a living room's décor. The high quality LED applied as its light source provides eye-
pleasing illumination. If placed on the ceiling, it will fill the interior with indirect light
while creating an illusion of bigger size.

Complementary lighting. It will
work perfectly at establishments
such as clubs, galleries, and
hotels, but also as lighting for
the office and home.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Luno K W 14.2107.D16 LED 12.6 W A++ 705.6 lm >90° 2700 K CRI≥ 95 0,70 kg TRIAC 230V 50Hz

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych
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ORDERING INFO

(6.33”) (2.95”)

Aluminum Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

INDEX SOURCE / OUTPUT ENERGY
GRADE LUMINOUS FLUX ANGLE LIGHT COLOUR DIMMING POWER SUPPLY

CORO IN L W L3803.3101.C46 LED 2,2 W A++ 220 lm — 2700 K CRI≥90 NO 120 V 50 Hz

CORO IN L NW L3803.3101.C47 LED 2,2 W A++ 220 lm — 3000 K CRI≥90 NO

CORO IN L N L3803.3101.C48 LED 2,2 W A++ 220 lm — 4000 K CRI≥90 NO

CORO IN V W 03.3102.C46 LED 2,2 W A++ 220 lm >45° 3000 K CRI≥90 NO 120 V 50 Hz

CORO IN V NW 03.3102.C47 LED 2,2 W A++ 220 lm >45° 3000 K CRI≥90 NO

CORO IN V N 03.3102.C48 LED 2,2 W A++ 220 lm >45° 4000 K CRI≥90 NO
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Coro is the Italian word for choir. Our Coro IN line luminaires were desi-

gned to be used alongside each other. They will work perfectly in inte-

riors as sources of floor lighting, night time lighting for stairs, as deco-

ration. The installation method is determined by the lighting direction.

application: Decorative; illumination of stars at home, as well as in of-

fices and restaurants.
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Series: Coro

Private owner’s interior in Wrocław

010 002 003 060 006 Z1dWwXx0.5

Model Finish
See below

LEDOutput

30K (3000K)
27K (2700K)LED 12.6W

40K (4000K)

Voltage
120V
277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

L3814.2107


