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FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Fusion R
RECESSED

Logic features delicate forms, compact sizes, as well as exceptional design and
workmanship precision. It offers various light source options: halogen, LED, or Super 
LED (SLED).

Modern directional spotlighting.
It will work perfectly at
establishments such as clubs,
galleries, hotels, but also as
lighting for the office and home.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Fusion R11 06.3101.294 1xhalogen 20-50 W A++ 1x712.5 lm ≥90° halogen CRI≥ 100 0,80 kg opcjonalnie 12 V

002/BLACK

* lampy dostępne również w innych wersjach kolorystycznych
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ORDERING INFO

Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

Aluminum/
Black

Snow White/
Black

Black/Snow 
White

FUSION R31 06.3103.294. 3 x hal. 111 G53 max. 50 W, all parameters according to the light source catalogue sheet 12 V

FUSION L31 W 06.3107.I66. LED 3 x 6/12,8 W A++ 3 x 634/1114 lm 15-50° 2700 K CRI≥90 OPTION 350/700 mA

FUSION L31 NW 06.3107.I67. LED 3 x 6/12,8 W A++ 3 x 634/1114 lm 15-50° 3000 K CRI≥90 OPTION

FUSION L31 N 06.3107.I68. LED 3 x 6/12,8 W A++ 3 x 677/1170 lm 15-50° 4000 K CRI≥90 OPTION

FUSION L31 SNW 06.3107.G6B. LED 3 x 12,3 W A++ 3 x 1080 lm 15-50° 3000 K CRI≥97 OPTION 350 mA

FUSION L31 SN 06.3107.G6C. LED 3 x 12,3 W A++ 3 x 1146 lm 15-50° 4000 K CRI≥97 OPTION

Mounting hole

Fusion R luminaire
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Example: Fusion R fitting option

One of the Novotel Wrocław Centrum interiors
Design: Tremend

063 ZZZ1dWvXx1.81.20.8

EASY INSTALLATION

The easy fitting of Fusion R is ensured by the application of a propel-

ler-like element. When the crew is turned in, the propeller turns and 

blocks the luminaire pressing it to the ceiling panels. Thanks to a special 

system of electrical couplings, it is possible to connect the supply con-

ductors to the power supply unit in a screw-less manner. The conductor 

can be repeatedly put in and out without compromising the operational 

safety and a risk of damaging the luminaire - it’s enough to press the 

flexible outlet next to the socket.

DELICATE FORM

The small-size and sleek frame covers the installation hole and any 

possible damage to the ceiling surface.
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Model Finish
See below

LEDOutput

30K (3000K)
27K (2700K)Halo. 20-50W

LED 12.8W
SLED 12.3W 40K (4000K)

Voltage
120V
277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

L3806.3101 (1 light)
L3806.3102 (2 lights)
L3806.3103 (3 lights)


