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FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Myco Z
SUSPENDED

Nexus is a system of luminaires which illuminate the interior with focused and
general light. Their various sizes and properties will encourage you to hang them in
groups to create interesting compositions.

A system of luminaires designed
for residential interiors, office
spaces, restaurants, and retail
outlets.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Myco Z 120 W 31.4110.I66 LED 6/12.8 W A++ 570.6/1002.6 lm 15 - 50° 2700 K CRI≥ 95 0,80 kg opcjonalnie 350/700 mA DC

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych
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ORDERING INFO

Installation Note:
Fixture includes Ø4” round 
backplate

Aluminum Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

MYCO Z 300 W 31.4112.Ix6. LED 20/42 W A++ 2650 / 4800 lm >90° 2700 K CRI≥95 OPTION 350/700 mA

MYCO Z 300 NW 31.4112.Ix7. LED 20/42 W A++ 2650 / 4800 lm >90° 3000 K CRI≥95 OPTION

MYCO Z 300 N 31.4112.Ix8. LED 20/42 W A++ 2800 / 5100 lm >90° 4000 K CRI≥95 OPTION

MYCO ONE Z 120 W TRIAC 31.4113.D66. LED 12.8 W A++ 1114 lm 15-50° 2700 K CRI≥90 TRIAC 120V 50Hz

MYCO ONE Z 120 NW TRIAC 31.4113.D67. LED 12.8 W A++ 1114 lm 15-50° 3000 K CRI≥90 TRIAC

MYCO ONE Z 120 N TRIAC 31.4113.D68. LED 12.8 W A++ 1170 lm 15-50° 4000 K CRI≥90 TRIAC

MYCO ONE Z 120 W DALI 31.4113.E66. LED 12.8 W A++ 1114 lm 15-50° 2700 K CRI≥90 DALI 120V 50Hz

MYCO ONE Z 120 NW DALI 31.4113.E67. LED 12.8 W A++ 1114 lm 15-50° 3000 K CRI≥90 DALI

MYCO ONE Z 120 N DALI 31.4113.E68. LED 12.8 W A++ 1170 lm 15-50° 4000 K CRI≥90 DALI

MYCO ONE Z 120 SNW TRIAC 31.4113.A6B. LED 12,3 W A++ 1080 lm 15-50° 3000 K CRI≥97 TRIAC 120V 50Hz

MYCO ONE Z 120 SN TRIAC 31.4113.A6C. LED 12,3 W A++ 1146 lm 15-50° 4000 K CRI≥97 TRIAC

MYCO ONE Z 120 SNW DALI 31.4113.B6B. LED 12,3 W A++ 1080 lm 15-50° 3000 K CRI≥97 DALI 120V 50Hz

MYCO ONE Z 120 SN DALI 31.4113.B6C. LED 12,3 W A++ 1146 lm 15-50° 4000 K CRI≥97 DALI

MYCO ONE Z 160 W TRIAC 31.4114.Dx6. LED 12,6 W A++ 1440 lm >90° 2700 K CRI≥95 TRIAC 120V 50Hz

MYCO ONE Z 160 NW TRIAC 31.4114.Dx7. LED 12,6 W A++ 1440 lm >90° 3000 K CRI≥95 TRIAC

MYCO ONE Z 160 N TRIAC 31.4114.Dx8. LED 12,6 W A++ 1540 lm >90° 4000 K CRI≥95 TRIAC

MYCO ONE Z 160 W DALI 31.4114.Ex6. LED 12,6 W A++ 1440 lm >90° 2700 K CRI≥95 DALI 120V 50Hz

MYCO ONE Z 160 NW DALI 31.4114.Ex7. LED 12,6 W A++ 1440 lm >90° 3000 K CRI≥95 DALI

MYCO ONE Z 160 N DALI 31.4114.Ex8. LED 12,6 W A++ 1540 lm >90° 4000 K CRI≥95 DALI

MYCO ONE Z 300 W DALI 31.4115.Bx6. LED 20 W A++ 2650 lm >90° 2700 K CRI≥95 DALI 120V 50Hz

MYCO ONE Z 300 NW DALI 31.4115.Bx7. LED 20 W A++ 2650 lm >90° 3000 K CRI≥95 DALI

MYCO ONE Z 300 N DALI 31.4115.Bx8. LED 20 W A++ 2800 lm >90° 4000 K CRI≥95 DALI
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Interior of the navarra.is office
Design: Vaust Studio GmbH

Photos: navarra.is
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Ø156 and Ø298 versions available with soft diffuser lenses

Model Finish
See below

LEDOutput

30K (3000K)
27K (2700K)LED

40K (4000K)

Voltage
120V
277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

L3831.4110 (Ø118, LED 12.8W)
L3831.4110 (Ø118, SLED 12.3W)
L3831.4111 (Ø156, LED 12.6W)
L3831.4112 (Ø298, LED 20W)


