
REFLEX™
CEILING/WALL RECESSED

TYPE:

PROJECT NAME:

®

S
P

E
C

IF
IC

A
T

IO
N

 S
H

E
E

T

WWW.LEDOLOGY.COM
A BRAND Last updated: 12/16/19

FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

RA
WALL MOUNTED

Our Reflex line of luminaires offers wall-recessed light reflected from an adjustable
disc. By changing its position, you alter the direction in which light is reflected. The
luminaire can be mounted on a wall or suspended ceiling, while the availability of
various sizes facilitates making it match the size of the interior. An interesting lighting
solution for a bedroom that makes it possible to avoid using direct light.

General and complementary
lighting. Reflex will work
perfectly at establishments such
as clubs, galleries, and hotels,
but also as lighting for the office
and home.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

RA IN 25 W 45.2101.H16 LED 12.6 W A++ 1008 lm >90° 2700 K CRI≥ 95 1,40 kg opcjonalnie 700 mA DC

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych
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ORDERING INFO

Aluminum Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

INDEX SOURCE / OUTPUT ENERGY
GRADE LUMINOUS FLUX ANGLE LIGHT COLOUR DIMMING POWER SUPPLY

RA IN 25 W 45.2101.H16. LED 12,6 W A++ 1008 lm >90° 2700 K CRI≥95 OPTION 700 mA

RA IN 25 NW 45.2101.H17. LED 12,6 W A++ 1008 lm >90° 3000 K CRI≥95 OPTION

RA IN 25 N 45.2101.H18. LED 12,6 W A++ 1078 lm >90° 4000 K CRI≥95 OPTION

RA IN 30 W 45.2102.H16. LED 12,6 W A++ 1008 lm >90° 2700 K CRI≥95 OPTION 700 mA

RA IN 30 NW 45.2102.H17. LED 12,6 W A++ 1008 lm >90° 3000 K CRI≥95 OPTION

RA IN 30 N 45.2102.H18. LED 12,6 W A++ 1078 lm >90° 4000 K CRI≥95 OPTION

RA IN 40 W 45.2103.G16. LED 20 W A++ 1855 lm >90° 2700 K CRI≥95 OPTION 350/700 mA

RA IN 40 NW 45.2103.G17. LED 20 W A++ 1855 lm >90° 3000 K CRI≥95 OPTION

RA IN 40 N 45.2103.G18. LED 20 W A++ 1960 lm >90° 4000 K CRI≥95 OPTION
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Series: Ra

001 002 003 060 006

Our RA IN line of luminaires offers wall-recessed light reflected from an 

adjustable disc. By changing its position, you alter the direction in which 

light is reflected. The luminaire can be mounted on a wall or suspended 

ceiling, while the availability of various sizes facilitates making it match 

the size of the interior. An interesting lighting solution for a bedroom 

that makes it possible to avoid using direct light.

application: Basic and complementary lighting. Ra IN will work perfec-

tly at establishments such as clubs, galleries, and hotels, but also as 

lighting for the office and home.

Ra IN

the light requires a power 
supply unit, p. 329
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Model Finish
See below

LEDOutput

30K (3000K)
27K (2700K)LED

40K (4000K)

Voltage
120V
277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

L3845.2101 (Ø250mm, 12.6W)
L3845.2102 (Ø300mm, 12.6W)
L3845.2103 (Ø400mm, 20W)


